
DIGITAL INDICATORCLA3-I
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C
o

n
ta

c
t 
u

s
 f
o

r 
o

th
e

r 
m

o
d

e
ls

 &
 s

p
e

c
ifi

c
a
tio

n
s
 n

o
t 
lis

te
d

 h
e

re
.

D
u

e
to

 p
ro

d
u

c
t 
e

n
h

a
n

c
e

m
e

n
t 
te

c
h

n
ic

a
l s

p
e

c
ifi

c
a
tio

n
 m

a
y 

va
ry

.

Cirrus CLA3-I Indicators are universal type Microprocessor based Digital Process Indicators cum
controllers. It features accurately displaying of process parameters like Level, Temperature, Pressure
etc. & controlling function. Standard indicators are available with LED digit display & relay outputs,
with various inputs such as 4-20 mA, 0-10 V DC, RTD (Pt100) from Level transmitters, temperature
transmitters, Temperature sensors or pressure transmitters.

Display unit is segmented LED 4 digit type with number of digits composed as per the display range.
The Indicators also have adjustable potential free Relay output for controlling. The relays are set from
the front by push buttons. Indicators are panel mounted by making a suitable cut-out on door &
available in many standard sizes. Measuring Range and other parameters can be easily calibrated by
push buttons placed in front of indicator.

These indicators are used for various process measurement & display. Optional outputs like 4-20 mA
retransmission, RS 232, RS 485 are available with various configurational versions.

LED segmented display  -1999~9999   CDisplay

Input type

Size (front - HxL mm.)

Parameter setting

Accuracy

Consumption

Auxiliary power supply output

Environment temperature

Sampling cycle

MODELS CLA3-I

4-20 mA, mV, Thermocouples (K,E,J,S,T,B) / RTD(Pt100)

96x96 / 48x96 / others

Push button setting

< 6 VA

24 V DC

0~50 Deg. C

< 300 ms

+ 0.5% FS

Mounting

Power supply

Casing

Output - (optional)

90~ 260 V AC, 50 Hz / others

ABS

Relays -potential free 3 Amp /4-20 mA / RS 232 / RS 485

Panel mounted through brackets

o

96x96      (A)

Wiring DetailTechnical Specification
48x96   (C)

48 mm

48x96    (B)

# Each model may have different configuration. Some features may not be available in all models.
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Output 2

Relay, 3 amp.R

Power supply

220 V AC

Others

A

O

Output 1

Relay, 3 amp.R

Input

TC /Pt100

mV, mA

T

M

Aux. power output

24 V DCD

Retransmission

4-20 mAC

Comm. output

RS 232

RS 485

1

2

Size (HxL)

96x96

48x96

A

B

48x96C
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